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Model Name Coding Rule:

Analogue Naming Rule

1   2 3          4           5           6                       7                8             9
  HS        -    B              1           2       L                     15                    -            P               F                      1  

HARES HOUSING
B: BULLET
D: DOME

T: TURRET
F: FISHEYE
P: PINHOLE

Product Category
1: F23
2: F33
3: F37
4: F38

5: SP2309

IR
I: IR LIGHT

L: WARM LIGHT

Resolution (MP):
2: 2MP
4: 4MP
5: MP
8: MP

illumination Distance (m)
15
20
25
30
35

LENS
F: FIXED

V: VARIFOCAL
Z: MOTORIZED

NAME HOUSING
1
2
3
4
5

Material
M: METAL
P:PLASTIC

M/P: METAL/PLASTIC

XVR Naming Rule

HARES CH
4
8
16
32

SOUND (CH)
01
02
04
08

RESOLUTION (MP)
P:*.P

L:*.P LITE

RESOLUTION (MP)
2
5
8

HDD
1
2
4

987654321
P 5-1 014- XVRHS

IPC Naming Rule

1 2 3 4 5           6                7         8       9       10           11
  E  1           F         2       D       H              N       - I       25                   S               F 

Type:
E - Economy

P - Professional
A - Advanced
     technology

Camera Series:
1 - Bullet
2 - Dome
3 - Turret
4 - Box
5 - Cube
6 - LPR

7 - Fish Eye
8 - Pinhole

 

Lens Type:
F - Fix

M - Manual
     Varifocal
A - Motorized
     Varifocal

Dynamic Range:
D - DWDR
W - WDR

Resolution (MP):
2
4
8

A: 10
B: 11
C: 12
D: 13
E: 14

...

Frame Per Second:
- : 30
H: 60

Cable  Status:
- : With Cable
N: No Cable

IR Distance (m):
20
25
30
50
150

I/O:
S: With I/O

- : Without I/O

Fiber Port:
F: With Fiber

- : Without Fiber

IR:
I: With IR

- : Without IR
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NVR Naming Rule

Type:
E - Economy

P - Professional
A - Advanced
     technology

Channel Number:
04
08
32
64
128

HDD installation type:
H: Hot Swap
- : in Case

HDD Numbers:
1
2
...

PoE Port Numbers:
4
8
16
32

Fiber Port:
F: With Fiber

- : Without Fiber

Raid:
R: With Raid

- : Without Raid

Product Model:
A to Z (Exception F)

9 1087654321
4 F A/- 1H04 RE

IPZ Naming Rule

1 2 3 4 5 6   7         8       9       10          11
  E  2           2       30       D       H                      -                 I        30                 S   F     

Type:
E - Economy

P - Professional
A - Advanced
     technology

Camera Size (inch):
2
4
5
6
7
8

Dynamic Range:
D - DWDR
W - WDR

Resolution (MP):
2
4
8
9

A: 10
B: 11
C: 12
D: 13
E: 14

...

Optical Zoom (X):
22
25
33
38
50

Frame Per Second:
- : 30
H: 60

Distance (m):
20
30
120
150
250

I/O:
S: With I/O

- : Without I/O

Fiber Port:
F: With Fiber

- : Without Fiber

IR:
I: With IR

- : Without IR



Analogue Cameras
Dome



HS-T12I25-MF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1920H*1080V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
20%~90%
-10˚C ~ +50˚C
-10˚C ~ +50˚C

YES
Metal Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.9" CMOS

FH8536H

0.02 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
80.2˚

42.9˚
IR 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed IR Dome Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 10- تا 50+ درجه سانتیگراد

IP66 مقاومت در برابر نفوذ آب و گرد و غبار

UTC از طریق کنترلر OSD

AHD/TVI/CVI/CVBS

IR هوشمند تا 25 متر
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HS-T52L25-PF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1932H*1088V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
20%~80%
-5˚C ~ +45˚C
-5˚C ~ +45˚C

YES
Plastic Housing IP65

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.7" CMOS

FH8536H

0.01 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
87.5˚

46.3˚
White Light 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed Turret Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 5- تا 45+ درجه سانتیگراد

IP65 مقاومت در برابر نفوذ آب و گرد و غبار

UTC از طریق کنترلر OSD

تصویر رنگى 24/7
AHD/TVI/CVI/CVBS

نور مرئى هوشمند تا 25 متر
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HS-T52L25-MF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1932H*1088V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
20%~85%
-10˚C ~ +50˚C
-10˚C ~ +50˚C

YES
Metal Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.7" CMOS

FH8536H

0.01 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
87.5˚

46.3˚
White Light 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed Turret Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 10- تا 50+ درجه سانتیگراد

IP66 مقاومت در برابر نفوذ آب و گرد و غبار

UTC از طریق کنترلر OSD

تصویر رنگى 24/7
AHD/TVI/CVI/CVBS

نور مرئى هوشمند تا 25 متر
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Analogue  Cameras
Bullet



HS-B12I25-MF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1920H*1080V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
10%~90%
-20˚C ~ +60˚C
-30˚C ~ +60˚C

YES
Metal Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.9" CMOS

FH8536H

0.02 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
80.2˚

42.9˚
IR 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed IR Bullet Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 20- تا 60+ درجه سانتیگراد

IP66 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته 

UTC از طریق کنترلر OSD

AHD/TVI/CVI/CVBS

IR هوشمند تا 25 متر
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HS-B52L25-PF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1932H*1088V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
20%~85%
-10˚C ~ +50˚C
-20˚C ~ +60˚C

YES
Plastic Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.7" CMOS

FH8536H

0.01 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
87.5˚

46.3˚
White Light 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed Bullet Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 10- تا 50+ درجه سانتیگراد

IP66 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته 

UTC از طریق کنترلر OSD

تصویر رنگى 24/7
AHD/TVI/CVI/CVBS

نور مرئى هوشمند تا 25 متر
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HS-B52L25-MF

قابلیت هاى کلیدى 

Specifications
2.0Mp (1932H*1088V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
10%~90%
-20˚C ~ +60˚C
-30˚C ~ +60˚C

YES
Metal Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.7" CMOS

FH8536H

0.01 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
87.5˚

46.3˚
White Light 25M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed Bullet Analogue Camera

رزولوشن 2 مگاپیکسل 
دماى کارکرد 20- تا 60+ درجه سانتیگراد

IP66 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته 

UTC از طریق کنترلر OSD

تصویر رنگى 24/7
AHD/TVI/CVI/CVBS

نور مرئى هوشمند تا 25 متر
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HS-B52L60-MF

قابلیت هاى کلیدى 
رزولوشن 2 مگاپیکسل 

دماى کارکرد 20- تا 60+ درجه سانتیگراد
IP66 مقاومت در برابر نفوذ آب و گرد و غبار

پایه قابل تنظیم 3 حالته 

UTC از طریق کنترلر OSD

تصویر رنگى 24/7
AHD/TVI/CVI/CVBS

نور مرئى هوشمند تا 60 متر

Specifications
2.0Mp (1932H*1088V)
PAL/NTSC
Progressive

0.45

YES
3DNR

UTC
12VDC
10%~90%
-20˚C ~ +60˚C
-30˚C ~ +60˚C

YES
Metal Housing IP66

Image Sensor
DSP
Minimum Illumination
Day/Night
Electronic Shutter
S/N
WDR 
BLC
Lens
Horizontal Angle
Vertical Angle
IR/White Light Range
Video Output
Resolution

1/2.7" CMOS

FH8536H

0.01 LUX

True D/N, Auto

Auto/1/50(1/60)-1/50,000sec

≥50                    

80dB
YES

Fixed 3.6mm
87.5˚

46.3˚
White Light 60M

AHD/TVI/CVI/CVBS

1080P @25/30fps analogue HD

Effective Pixels
TV System
Scanning System
Gamma Correction
AGC
DNR
OSD/UTC
Operating Voltage
Humidity
Working Temperature
Storage Temperature
Electrical Protection
Protection

2MP HD Fixed Bullet Analogue Camera
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XVRs



HS-XVR4101-L5

Dimensions

Rear Panel

Specifications

GND

Video Input
Audio Input

Audio Output

VGA Output HDMI Output
USB2.0

Network Interface

DC 12V

Analog Video Input

IP Video Input

Supported
Analog Camera
Types

Audio Input
Audio Compression

VGA Output

HDMI Output

Audio Output

Synchronous Playback

Live view display
Two-way Audio

Incoming Bandwidth

4-ch, BNC
2-ch(only IP up to 6ch), each channel up 
to 4MP

Support AHD input:
5MP@20fps
4MP@30fps
1080P@30fps
720P@60fps
Support TVI input:
5MP@20fps
4MP@30fps
1080P@30fps
720P@60fps
Support CVI input:
5MP@20fps
4MP@30fps
1080P@30fps
720P@30fps
Support CVBS input
1-ch, RCA
G.711U
1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 
1280x720/60Hz, 1024x768/60Hz
1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 
1280x720/60Hz, 1024x768/60Hz
1-ch, RCA
HD:2-ch
SD:4-ch
HDMI/VGA: 1/4/6/8/9 

1-ch, RCA
16Mbps (Up to 24Mbps after all analog 
channel conversion)

Outgoing Bandwidth
Remote Users
Protocols
Recording Resolution

Recording Frame Rate

Audio Sample Rate
Audio Bit Rate

Capability

SATA

Capacity

General Alarm

Alert Alarm

Network Interface
USB Interface

Power Supply

Working Environment
Dimensions(W×D×H)
Weight ( without HDD )

48Mbps

128
TCP/IP, P2P, UPnP, DHCP, HTTP, HTTPS, DNS, DDNS, SMTP

5MP Lite/4MP Lite/1080P/720P/CIF

Main stream:                                               Sub stream:
5MP Lite@12fps                                         D1@12fps
4MP Lite@15fps                                         D1@15fps
1080P@15fps                                             D1@15fps
720P@25fps                                               D1@25fps
8KHz,16 bit per channel

64Kbps per channel

Analog: 2 x 5MP Lite@12, 2 x 4MP Lite
@15, 2 x 1080P@15
IP: 1 x 4MP@30, 2 x 1080P@30
1 SATA interface
Up to 8TB for each HDD
(The maximum HDD capacity varies with environment temperature)
Motion detection

IP Conflict, Network Disconnected, Disk offline, Disk Abnormal, Illegal Access, 
Hard Disk Space Low, Hard Disk Full, Recording/Snapshot Abnormal

1 RJ45 10M/100M self-adaptive Ethernet Interface

Rear panel: 2 x USB2.0

12V DC
Power Consumption: ≤ 8 W( without HDD )

-10°C ~ + 55°C ( +14°F ~ +131°F ), Humidity ≤ 90% RH(non-condensing)

260mm ×226mm× 47mm (10.2" × 8.9"×1.8")

≤1.1 Kg ( 2.42lb )

TVI, AHD, CVI, CVBS, IPپشتیبانى از سیگنال هاى تصویر
4 کانال ورودى آنالوگ تا رزولوشن 5 مگاپیکسل

(IP تا 6 کانال فقط) تا رزولوشن 4 مگاپیکسل IP 2 کانال
ONVIF پشتیبانى از دوربین هاى با پروتکل

 VGA و یک عدد HDMI یک عدد
پشتیبانى از 1 عدد هارد تا ظرفیت 8 ترابایت

قابلیت بروزرسانى آنلاین
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5-in-1 Hybrid digital Video Recorder



HS-XVR8101-L5

Dimensions Rear Panel

Specifications
Analog Video Input

IP Video Input

Analog Camera 
Types

Audio Input
Audio Compression

VGA Output

HDMI Output

Audio Output

Synchronous Playback

Live view display
Two-way Audio

8-ch, BNC
4-ch(only IP up to 8ch), each 
channel up to 4MP
Support AHD input:
5MP@12fps
4MP@15fps
1080P@30fps
720P@30fps
Support TVI input:
5MP@12fps
4MP@15fps
1080P@30fps
720P@30fps
Support CVI input:
1080P@30fps
720P@30fps
Support CVBS input

1-ch, RCA

G.711U

1920x1080p/60Hz, 1920x1080p/50Hz, 1600x60/1200Hz, 1280x60/1024Hz,

1280x60/720Hz, 1024x60/768Hz

1920x1080p/60Hz, 1920x1080p/50Hz, 1600x60/1200Hz, 1280x60/1024Hz, 

1280x60/720Hz, 1024x60/768Hz
1-ch, RCA

HD:4-ch
SD:8-ch

HDMI/VGA: 16/9/8/6/4/1

1-ch, RCA

Incoming Bandwidth

Outgoing Bandwidth
Remote Users
Protocols

Recording Resolution

Recording
Frame Rate

Audio Sample Rate
Audio Bit Rate

Capability

SATA

Capacity

General Alarm

Alert Alarm

Network Interface
USB Interface

Power Supply

Working Environment
Dimensions(W×D×H)
Weight ( without HDD )

32Mbps (Up to 40Mbps after all 
analog channel conversion)

64Mbps

128
TCP/IP, P2P, UPnP, DHCP, HTTP, HTTPS, DNS, DDNS, SMTP

5MP Lite/4MP Lite /1080P Lite
/720P/CIF

Main stream:                                                    Sub stream:
5MP Lite@6fps                                                D1@6fps
4MP Lite@8fps                                                D1@8fps
1080P Lite@12fps                                           D1@12fps
720P@12fps                                                    D1@12fps
8KHz,16 bit per channel

64Kbps per channel
Analog: 4 x 5MP Lite@6,4x 4MP 
Lite@4 ,8x 1080P Lite @12fps
IP: 1 x 4MP@30 , 2 x 1080P@30
1 SATA interface
Up to 8TB for each HDD
(The maximum HDD capacity varies with environment temperature)
Motion detection
IP Conflict, Network Disconnected, Disk offline, Disk Abnormal, Illegal Access, 
Hard Disk Space Low, Hard Disk Full, Recording/Snapshot Abnormal
1 RJ45 10M/100M self-adaptive Ethernet Interface
Rear panel: 2 x USB2.0
12V DC
Power Consumption: ≤ 8 W( without HDD )

-10°C ~ + 55°C ( +14°F ~ +131°F ), Humidity ≤ 90% RH(non-condensing)

260mm ×226mm× 47mm (10.2" × 8.9"×1.8")

≤1.1 Kg ( 2.42lb )

GND

Video Input
Audio Input

Audio Output

VGA Output HDMI Output
USB2.0

Network Interface

DC 12V

TVI, AHD, CVI, CVBS, IPپشتیبانى از سیگنال هاى تصویر
8 کانال ورودى آنالوگ تا رزولوشن 5 مگاپیکسل

 (IP تا 8 کانال فقط) تا رزولوشن 4 مگاپیکسل IP 4 کانال
ONVIF پشتیبانى از دوربین هاى با پروتکل

 VGA و یک عدد HDMI یک عدد
پشتیبانى از 1 عدد هارد تا ظرفیت 8 ترابایت

قابلیت بروزرسانى آنلاین
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5-in-1 Hybrid digital Video Recorder



HS-XVR16101-L5

Dimensions
Rear Panel

Specifications

TVI, AHD, CVI, CVBS, IPپشتیبانى از سیگنال هاى تصویر
16 کانال ورودى آنالوگ تا رزولوشن 5 مگاپیکسل

 (IP تا 16 کانال فقط) تا رزولوشن 8 مگاپیکسل IP 8 کانال
ONVIF پشتیبانى از دوربین هاى با پروتکل

 VGA و یک عدد HDMI یک عدد
پشتیبانى از 1 عدد هارد تا ظرفیت 8 ترابایت

قابلیت بروزرسانى آنلاین

Analog Video Input
IP Video Input

Supported
Analog Camera
Types

Audio Input
Audio Compression

VGA Output

HDMI Output

Audio Output

Synchronous Playback

Live view display
Two-way Audio
Incoming Bandwidth
Outgoing Bandwidth

16-ch, BNC
8-ch(up to 16-ch after analog camera conversion)
Support AHD input:
5MP@12fps
4MP@15fps
1080P@30fps
720P@30fps
Support TVI input:
5MP@12fps
4MP@15fps
1080P@30fps
720P@30fps
Support CVI input:
1080P@30fps
720P@30fps

Support CVBS input
1-ch, RCA
G.711U
1920x1080/60Hz, 1920x1080/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 1280x720
/60Hz, 1024x768/60Hz
1920x1080/60Hz, 1920x1080/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 1280x720
/60Hz, 1024x768/60Hz
1-ch, RCA64Mbps
HD:8-ch
SD:16-ch
HDMI/VGA: 1/4/6/8/9/16/25
1-ch, RCA
40Mbps (up to 56Mbps after all analog camera conversion)
64Mbps

Remote Users
Protocols
Recording Resolution

Recording Frame Rate

Audio Sample Rate
Audio Bit Rate

Capability

SATA

Capacity

General Alarm

Alert Alarm

Network Interface
USB Interface
Serial Interface

Power Supply

Working Environment
Dimensions(W×D×H)
Weight ( without HDD )

128
TCP/IP, P2P, UPnP, DHCP, HTTP, HTTPS, DNS, DDNS, SMTP
5MP Lite/4MP Lite /1080P/1080P Lite/720P/D1/CIF
Main stream:

5MP Lite@6fps

4MP Lite@8fps

1080P Lite@12fps

720P@12fps

8KHz,16 bit per channel

64Kbps per channel Decoding

Analog: 8 x 5MP Lite@6, 8 x 4MP Lite@8, 8 x 1080P Lite@12

IP: 1 x 8MP@30 , 2 x 4MP@30 , 4 x 1080P@30
1 SATA interface
Up to 8TB for each HDD (The maximum HDD capacity varies with environment 
temperature)

Motion detection

IP Conflict, Network Disconnected, Disk offline, Disk Abnormal, Illegal Access, 
Hard Disk Space Low, Hard Disk Full, Recording/Snapshot Abnormal
1 RJ45 10M/100M self-adaptive Ethernet Interface

Rear panel: 2 x USB2.0
1 x RS485

12V DC

Power Consumption: ≤ 10 W( without HDD )
-10°C ~ + 55°C ( +14°F ~ +131°F ), Humidity ≤ 90% RH(non-condensing)

260mm ×226mm× 47mm (10.2" × 8.9"×1.8")

≤1.1 Kg ( 2.42lb )

Sub stream:
D1@6fps

D1@8fps

D1@12fps

D1@12fps
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HDMI Output
Audio Input

Network Interface

Video Input

GND

Audio Output

USB۲.۰

DC Power
RS٤۸٥

VGA Output

5-in-1 Hybrid digital Video Recorder



Network Cameras
Dome



IPC-E3F2D-I30/D
2MP Fixed Dome Network Camera

قابلیت هاى کلیدى 

Specifications
Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Shutter
Adjustment angle

Minimum Illumination

Day/Night
Digital noise reduction
S/N 
IR Range
Wavelength
IR On/Off Control
Defog
WDR

Frame Rate

Video Bit Rate
9:16 Corridor Mode
OSD

1/2.8", 2.0 megapixel, progressive scan, CMOS

2.8mm@F2.0

Lens (mm)

2.8

106.7°

57.1°                    

115.7°

Auto/Manual, 1 ~ 1/100000s

Pan: 0° ~ 360°                           Tilt: 0° ~ 80°                           Rotate: 0° ~ 360°
Colour: 0.01Lux (F2.0, AGC ON)
0Lux with IR on

IR-cut filter with auto switch (ICR)

2D/3D DNR

>52dB

30-50m IR range

850nm

Auto/Manual

Digital Defog 

100dB

Main Stream: 1080P (1920*1080), Max 30fps; 720P (1280*720), Max 30fps; 
Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,Max 30fps; 
2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;128 Kbps~16 Mbps

128 Kbps~16 Mbps
Supported

Up to 4 OSDs

Detect (m)

43.4
Observe (m)

17.4

Recognize (m)

8.7
Identify (m)

4.3

Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

N/A

2D/3D DNR
Supported

Normal/Vertical/Horizontal/180°

N/A
Supported

Supported
IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP
API
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+
10/100M Base-TX Ethernet
DC 12V±25%, PoE (IEEE 802.3af)
Power consumption: Max 5.0W
Φ118 x 95mm (Φ4.6” x 3.8”)
0.29kg (0.64lb)
Metal + Plastic
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
4KV
IP67

N/A

Privacy Mask
ROI
Motion Detection
White Balance
Smart Features
Digital Noise Reduction
Smart IR
Flip
Dewarping
HLC
BLC
Protocols
Compatible Integration
Web Browser
Network

Power

Dimensions (Ø x H)
Net Weight
Material
Working Environment
Strorage Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار

Ultra265, H.265, H.264, MJPEG

ROI پشتیبانى از
OSD قابل تنظیم

IR هوشمند 30 تا 50 متر

3D کاهنده نویز دیجیتال
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IPC-E3F2D-I30/R
2MP Fixed Dome Network Camera

قابلیت هاى کلیدى 
   ONVIF پشتیبانى از پروتکل

دماى کارکرد 30-  تا 60+ درجه سانتیگراد
IP67 مقاومت در برابر نفوذ آب و گرد و غبار

داراى میکروفون داخلى
ROI پشتیبانى از
OSD قابل تنظیم

IR هوشمند 30 تا 50 متر

3D کاهنده نویز دیجیتال

Specifications
1/2.8", progressive scan, CMOS
2.8mm@F2.1

Lens (mm)

2.8

106.7° 

57.1° 

115.7° 

Pan: 0° ~ 360°                           Tilt: 0° ~ 80°                           Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s
Colour: 0.02Lux (F2.1, AGC ON)
0Lux with IR on

IR-cut filter with auto switch (ICR)

2D/3D DNR

>52dB
30-50m IR range
Digital Defog

100dB
G.711

Supported

8KHZ

Ultra 265, H.265, H.264

Baseline profile, Main profile, High profile

Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle
Shutter

Minimum Illumination

Day/Night
Digital noise reduction
S/N 
IR Range
Defog
WDR
Audio Compression
Suppression
Sampling Rate
Video Compression
H.264 code profile

Detect (m)

43.4

Observe (m)

17.4

Recognize (m)

8.7
Identify (m)

4.3

Main Stream: 1080P (1920*1080), Max 25fps; 720P (1280*720), Max 25fps;

Sub Stream: D1 (720*576), Max 25fps; 640*360,Max 25fps; 2CIF(704*288), Max 25fps;

CIF(352*288), Max 25fps;Supported

Supported

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas
Audio Detection

IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP, RTMP

ONVIF (Profile S, Profile T), API

10/100M Base-TX Ethernet

Supported

DC 12V±25%, PoE

Power consumption: Max 3.5W

Ø118 x 97mm (Ø4.6” x 3.8”)

0.25kg (0.55lb)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

Frame Rate

HLC
BLC
OSD
Privacy Mask
ROI
Motion Detection
Basic Detection
Protocols
Compatible Integration
Network
Built-in Mic

Power

Dimensions (L × W × H)

Weight
Working Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions
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IPC-E3F2W-IL30
2MP ColorHunter IR Fixed Eyeball Network
Camera

قابلیت هاى کلیدى 

Specifications
Sensor 
Lens

DORI Distance

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle

Minimum Illumination

Day/Night
Digital noise reduction
S/N 
IR Range
White Light Range
Wavelength
IR On/Off Control
Defog
WDR

Frame Rate

Video Bit Rate
9:16 Corridor Mode
OSD
Privacy Mask
ROI
Motion Detection
White Balance

1/2.8", 2.0 megapixel, progressive scan, CMOS

2.8mm@F1.6

Lens (mm)

2.8

106.7°

57.1°                    

115.7°

Pan: 0° ~ 360°                           Tilt: 0° ~ 80°                           Rotate: 0° ~ 360°

Colour: 0.002Lux ( F1.6, AGC ON) 
0Lux with IR

IR-cut filter with auto switch (ICR)

2D/3D DNR

>52dB

30-50m IR range
30-50m white light range

850nm

Auto/Manual

Digital Defog 

120dB

Main Stream: 1080P (1920*1080), Max 30fps; 720P (1280*720), Max 30fps; 
Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,
Max 30fps; 2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;

128 Kbps~6 Mbps

Supported

Up to 4 OSDs
Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

Detect (m)

43.4

Observe (m)

17.4

Recognize (m)

8.7

Identify (m)

4.3

2D/3D DNR

Supported

Normal/Vertical/Horizontal/180°/90°Clockwise/90°Anti-clockwise

N/A
Supported
Supported

Cross line, intrusion(based on human body detection),audio detection

IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, RTMP, DNS, DDNS, NTP, FTP, 
UPnP, HTTP, HTTPS, SMTP, SSL, SNMP
ONVIF (Profile S, Profile G, Profile T), API
Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below 
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+
G.711
Supported
8KHZ
Micro SD, up to 128 GB
ANR,NAS(NFS)
10/100M Base-TX Ethernet
Supported
Supported
DC 12V±25%, PoE (IEEE 802.3af)
Power consumption: Max 8.0WN/A
Φ118 x 95mm (Φ4.6” x 3.8”)

0.30kg (0.66lb)
Metal + Plastic

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

Digital Noise Reduction
Smart IR
Flip
Dewarping
HLC
BLC
Smart Features

Protocols

Compatible Integration

Web Browser

Audio Compression
Suppression
Sampling Rate
Edge Storage
Network Storage
Network
Built-in Mic
Built-in Speaker

Power

Dimensions (Ø x H)
Net Weight
Material
Working Environment
Strorage Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67مقاومت در برابر نفوذ آب و گرد و غبار
Ultra265, H.265, H.264, MJPEG

داراى میکروفون و اسپیکر داخلى 
ROI پشتیبانى از
OSD قابل تنظیم

پشتیبانى از حالت راهرو 9:16
نور مرئى و مادون قرمز 30 تا 50 متر

3D کاهنده نویز دیجیتال
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IPC-E3F4D-I30/D
4MP Fixed Dome Network Camera

قابلیت هاى کلیدى 

Specifications
Sensor 

Min Illumination

Day/Night
Shutter
Adjustment angle
S/N
WDR
Lens Type
Lens Mount
Angle of View (H)
Angle of View (V)
Angle of View (D)

DORI Distance

IR Range
Wavelength
IR On/Off Control

Frame Rate

Video Bit Rate
OSD
Privacy Mask
ROI
Motion Detection
White Balance
Smart Features

Image Setting

1/3", 4.0 megapixel, progressive scan, CMOS

Colo u r: 0.0 1 Lux (F F2.0 AGC ON

0Lux with IR

IR-cut filter with auto switch (ICR)

Auto/Manual, 1 ~ 1/100000s

Pan: 0° ~ 360° , Tilt: 0° ~ 75°, Rotate: 0° ~ 360°

>56dB

100dB

2.8mm @2.0

M12
97.0°
52.2°

107.5°

Lens (mm)           Detect (m)          Observe (m)          Recognize (m)         Identify (m)

2.8                        63.0                    25.2                      12.6                          6.3
30-50m IR range

850nm

Auto/Manual

Main Stream: 4MP (2560*1440), Max 25fps; 3MP (2304*1296), Max 30fps; 1080P
(1920*1080), Max 30fps; 720P (1280*720), Max 30fps 
Sub Stream:4CIF (704*576), Max 30fps; 640*360,Max 30fps; 2CIF(704*288), Max 30fps;
CIF(352*288), Max 30fps;

128 Kbps~6144 kbps
Up to 4 OSDs
Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2
Cross Line, Intrusion detection (based on human body detection) 

Image rotation, brightness, saturation, contrast, sharpness, gain adjustable by 

web browser

2D/3D DNR

Supported

Normal/Vertical/Horizontal/180°

N/A
Supported

Supported
Digital Defog
Micro SD, up to 128GB
ANR, NAS(NFS)
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, RTMP, DNS, DDNS, NTP, FTP, 
UPnP, HTTP, HTTPS, SMTP, QoS, SSL/TLS, SNMP
ONVIF (Profile S, Profile G, Profile T), API , SDK

Password protection, Strong password, HTTPS encryption, Export operation logs, 

Basic and digest authentication for RTSP, Digest authentication for HTTP, TLS 1.2,

WSSE and digest authentication for ONVIF
ONVIF (Profile S, Profile G, Profile T), API
Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below 
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+
1 * RJ45 10M/100M Base-TX Ethernet
DC 12V±25%, PoE (IEEE 802.3af)
Power consumption: Max 4.0W
Φ118 x 97mm (Φ4.6” x 3.8”)
0.30kg (0.66lb)
Metal + Plastic
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
4KV
N/A
Ingression protection: IP67

Digital noise reduction
Smart IR
Flip
Dewarping
HLC
BLC
Defog
Edge Storage
Network Storage

Protocols

Compatible Integration

Security

Web Browser

Network

Power

Dimensions (Ø x H)
Weight
Material
Working Environment
Strorage Environment
Surge Protection
Reset Button
Ingress Protection

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار

Ultra265, H.265, H.264, MJPEG

ROI پشتیبانى از
OSD قابل تنظیم

IR هوشمند 30 تا 50 متر

3D کاهنده نویز دیجیتال
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IPC-E3F4D-I30/R
4MP Fixed Dome Network Camera

قابلیت هاى کلیدى 
   ONVIF پشتیبانى از پروتکل

دماى کارکرد 30-  تا 60+ درجه سانتیگراد
IP67 مقاومت در برابر نفوذ آب و گرد و غبار

داراى میکروفون داخلى
 ROIپشتیبانى از
OSD قابل تنظیم

IR هوشمند 30 تا 50 متر 

3D کاهنده نویز دیجیتال

Specifications
1/3", progressive scan, CMOS
2.8mm@F2.1

Lens (mm)

2.8

97.0° 

52.2°

107.5 

Pan: 0° ~ 360°                           Tilt: 0° ~ 80°                           Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s
Colour: 0.02Lux (F2.1, AGC ON)
0Lux with IR on

2D/3D DNR

IR-cut filter with auto switch (ICR)

>56dB
30-50m IR range
Digital Defog

100dB

G.711

Supported

8KHZ

Ultra 265, H.265, H.264

Main Stream: 4MP (2560*1440), Max 20fps; 3MP (2304*1296), Max 20fps; 1080P 

(1920*1080), Max 30fps;

Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,Max 

30fps; 2CIF(704*288), Max 30fps; 

CIF(352*288), Max 30fps;Supported

Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle
Shutter

Minimum Illumination

Digital noise reduction
Day/Night
S/N 
IR Range
Defog
WDR
Audio Compression
Suppression
Sampling Rate
Video Compression

Frame Rate

Detect (m)

63.0

Observe (m)

25.2

Recognize (m)

12.6
Identify (m)

6.3

Supported

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas
Up to 4 areas
Audio Detection

IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, 

HTTP, HTTPS, SMTP, SSL, QoS, RTMP

ONVIF (Profile S, Profile T), API
10/100M Base-TX Ethernet

Supported

DC 12V±25%, PoE
Power consumption: Max 3.5W

Ø118 x 97mm (Ø4.6” x 3.8”)

0.27kg (0.60lb)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

HLC
BLC
OSD
Privacy Mask
ROI
Motion Detection
Basic Detection

Protocols

Compatible Integration
Network
Built-in Mic

Power

Dimensions (L × W × H)

Weight
Working Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions
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IPC-E3A4W-I40
4MP IR VF Eyeball Network Camera

قابلیت هاى کلیدى 

Specifications
2D/3D DNR
Supported
Normal/Vertical/Horizontal/180°/90°Clockwise/90°Anti-clockwise

N/A
Supported
Supported

Digital Defog

G.711
Supported

8KHZ
Micro SD, up to 256GB

ANR, NAS(NFS
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, RTMP, DNS, DDNS, NTP, FTP, 

UPnP, HTTP, HTTPS, SMTP, SSL/TLS, QoS, 802.1x, SNMP)
ONVIF (Profile S, Profile G, Profile T), API , SDK
Up to 32 users. 2 user levels: administrator and common user
Password protection, Strong password, HTTPS encryption, Export operation logs, 
Basic and digest authentication for RTSP, Digest authentication for HTTP, TLS 1.2, 
WSSE and digest authentication for ONVIF
Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below

Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+

10M/100M Base-TX Ethernet

Supported

DC 12V±25%, PoE (IEEE 802.3af)
Power consumption: Max 8.0W

Φ129 x 110mm (Ø5.1” x 4.3”)

0.67kg (1.48lb)
Metal

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
6KV
Supported

Ingression protection: IP67

Digital noise reduction
Smart IR
Flip
Dewarping
HLC
BLC
Defog
Audio Compression
Suppression
Sampling Rate
Edge Storage
Network Storage

Protocols

Compatible Integration
User/Host

Security

Web Browser

Network
Built-in Mic

Power

Dimensions (Ø x H)
Weight
Material
Working Environment
Strorage Environment
Strorage Environment
Reset Button
Ingress Protection

Sensor

Min. Illumination 

Day/Night
Shutter
Adjustment angle
S/N
WDR
Lens Type
Lens Mount
Angle of View (H)
Angle of View (V)
Angle of View (D)

DORI Distance

IR Range
Wavelength
IR On/Off Control

Frame Rate

Video Bit Rate
9:16 Corridor Mode
OSD
Privacy Mask
ROI
Motion Detection
White Balance
Smart Features

Image Setting

1/3", 4.0 megapixel, progressive scan, CMOS

Colour: 0.00 3 Lux (F1.6, AGC ON)
0Lux with IR

IR-cut filter with auto switch (ICR)

Auto/Manual, 1 ~ 1/100000s

Pan: 0° to 360°, Tilt: 0° to 75°, Rotate: 0° to 360°

>56dB

120dB

2.8 ~ 12mm, AF automatic focusing and motorized zoom lens

Φ14
102.79°~30.86°                                                                   

54.50°~17.49°

106.94°~35.49°                                                                    
Lens (mm)

2.8
12
40-70m IR range

850nm

Auto/Manual

Main Stream: 4MP (2688*1520), Max 25fps; 4MP (2560*1440), Max 25fps; 3MP (2304*1296), 

Max 30fps; 1080P (1920*1080), Max 30fps; 

Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,Max 30fps; 

2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;128 Kbps~16 Mbps

128 Kbps~16 Mbps

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

Cross Line, Intrusion detection (based on human body detection), Audio detection 

Image rotation, brightness, saturation, contrast, sharpness, gain adjustable by 
web browserweb browser

Detect (m)

63.0
270.0

Observe (m)

25.2
108.0

Recognize (m)

12.6
54.0

Identify (m)
6.3
27.0

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار
Ultra265, H.265, H.264, MJPEG

داراى میکروفون داخلى 
ROI پشتیبانى از
OSD قابل تنظیم

پشتیبانى از حالت راهرو 9:16
IR هوشمند 40 تا 70 متر

3D کاهنده نویز دیجیتال

DimensionsDimensions
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Network Cameras
Bullet



IPC-E1F2D-I30/D
2MP Mini Fixed Bullet Network Camera

قابلیت هاى کلیدى 

Specifications
Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D) 
Adjustment angle
Shutter

Minimum Illumination

Digital noise reduction
Day/Night
S/N 
IR Range 
Wavelength 
IR On/Off Control 
Defog
WDR
Video Compression 

Frame Rate

Video Bit Rate
OSD

1/2.8", 2.0 megapixel, progressive scan, CMOS

2.8mm@F2.0

Lens (mm)

2.8

106.7°

57.1°                     

115.7°

Pan: 0° ~ 360°                          Tilt: 0° ~ 90°                            Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s 
Colour: 0.01Lux (F2.0, AGC ON)

0Lux with IR on

2D/3D DNR

IR-cut filter with auto switch (ICR)

>52dB

30-50m IR range
850nm 

Auto/Manual 

Digital Defog 

100dB

Ultra 265, H.265, H.264

Main Stream: 1080P (1920*1080), Max 30fps; 720P (1280*720), Max 30fps
Sub Stream: D1 (720*576), Max 30fps; 640*360,Max 30fps; 2CIF(704*288), Max 30fps;
CIF(352*288), Max 30fps;
128 Kbps~16 Mbps

Up to 4 OSDs

Detect (m)

43.4

Observe (m)

17.4

Recognize (m)

8.7
Identify (m)

4.3

Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

N/A

2D/3D DNR

Support

Normal/Vertical/Horizontal/180° 

N/A

Supported

Supported

IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP

API
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+ANR

10/100M Base-TX Ethernet
DC 12V±25%, PoE (IEEE 802.3af)

Power consumption: Max 5.5W

161 × 63 ×62mm (6.4” × 2.5” × 2.4”)

0.27kg (0.60lb)
Metal + Plastic
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
4KV

IP67

N/A

Privacy Mask
ROI 
Motion Detection
White Balance
Smart Features
Digital Noise Reduction
Smart IR 
Filp
Dewarping
HLC
BLC
Protocols
Compatible Integration
Web Browser
Network

Power

Dimensions (L × W × H)
Net Weight
Material
Working Environment
Strorage Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته

Ultra265, H.265, H.264, MJPEG

ROI پشتیبانى از
OSD قابل تنظیم

قابلیت روز و شب
IR هوشمند 30 تا 50 متر

3D کاهنده نویز دیجیتال
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IPC-E1F2D-I30/R
2MP Mini Fixed Bullet Network Camera

Specifications
Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle
Shutter

Minimum Illumination

Digital noise reduction
Day/Night
S/N 
IR Range
Defog
WDR
Audio Compression
Suppression
Sampling Rate
Video Compression
H.264 code profile

1/2.8", progressive scan, CMOS

2.8mm@F2.1

Lens (mm)

2.8

106.7°

57.1°                    
115.7°

Pan: 0° ~ 360°                           Tilt: 0° ~ 90°                           Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s
Colour: 0.02Lux (F2.1, AGC ON)
0Lux with IR on

2D/3D DNR

IR-cut filter with auto switch (ICR)

>52dB

30-50m IR range
Digital Defog
100dB

G.711

Supported

8KHZ

Ultra 265, H.265, H.264

Baseline profile, Main profile, High profile

Detect (m)

43.4

Observe (m)

17.4

Recognize (m)

8.7
Identify (m)

4.3

Main Stream: 1080P (1920*1080), Max 25fps; 720P (1280*720), Max 25fps;
Sub Stream: D1 (720*576), Max 25fps; 640*360,Max 25fps; 2CIF(704*288), Max 25fps; 
CIF(352*288), Max 25fps;128 Kbps~16 Mbps

Supported

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas

Audio Detection

IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP, RTMP

ONVIF (Profile S, Profile T), API

10/100M Base-TX Ethernet
Supported

DC 12V±25%, PoE

Power consumption: Max 3.5W
144 × 60 × 65mm (5.6” × 2.4” × 2.6”)
0.17kg (0.37lb)
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

Frame Rate

HLC
BLC
OSD
Privacy Mask
ROI
Motion Detection
Basic Detection
Protocols
Compatible Integration
Network
Built-in Mic

Power

Dimensions (L × W × H)

Weight
Working Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions

قابلیت هاى کلیدى 
   ONVIF پشتیبانى از پروتکل

دماى کارکرد 30-  تا 60+ درجه سانتیگراد
IP67 مقاومت در برابر نفوذ آب و گرد و غبار

پایه قابل تنظیم 3 حالته 
داراى میکروفون داخلى

ROI پشتیبانى از

OSD قابل تنظیم

IR هوشمند 30 تا 50 متر
3D کاهنده نویز دیجیتال
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IPC-E1F2D-I60 4.0mm/R
2MP Bullet Network Camera

Specifications
Sensor 
Shutter

Minimum Illumination

WDR
Lens Type
Field of View (H)
Field of View (V)
Field of View (D)

DORI Distance

IR Range
Wavelength
IR On/Off Control 
Video Compression

Frame Rate

Video Bit Rate
OSD
Privacy Mask
ROI
Motion Detection
White Balance

Image Setting

Digital Noise Reduction
Smart IR
Flip

1/3", progressive scan, CMOS

Auto/Manual, 1 ~ 1/100000s

Colour: 0.02 (F2.1, AGC ON)

0Lux with IR on

100dB
4.0mm @F2.1

80.2°

42.9°

86.0°

Lens (mm)
4.0

60-80m IR range

850nm
Auto/Manual
H.265, H.264
Main Stream: 2MP (1920*1080), Max 25fps; 720P (1280*720), Max 25fps;
Sub Stream: D1 (720*576), Max 25fps; 640*360,Max 25fps; 2CIF(704*288), Max 25fps;
CIF(352*288), Max 25fps;

128 Kbps~6 Mbps

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2
Image rotation, brightness, saturation, contrast, sharpness, gain adjustable by 
web browser

2D/3D DNR

Supported

Normal/Vertical/Horizontal/180°

Detect (m)
66.7 

Observe (m)
26.7

Recognize (m)
13.3

Identify (m)
6.7

N/A

Supported

Supported

Digital Defog

Tampering detection, audio detection

Watermark, IP address filtering, access policy, ARP protection, RTSP authentication, 

user authentication, HTTP authentication
G.711A,G711U

64 Kbps
N/A
Support
8KHZ

IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP, RTMP

ONVIF (Profile S, Profile T),API
Up to 32 users. 2 user levels: administrator and common user
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+
1 * RJ45 10M/100M Base-TX Ethernet

Supported

IP67 (IEC 60529:1989+AMD1:1999+AMD2:2013)

DC 12V±25%, PoE (IEEE 802.3af)

Power consumption: Max 6.0W
Ø 5.5mm coaxial power plug

246× 97 × 187mm (9.7” × 3.8” × 7.4”)

0.65kg (1.43lb)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV
N/A

Dewarping
HLC
BLC
Defog
Basic Detection

General Function

Audio Compression
Audio Bitrate
Two-way audio
Suppression
Sampling Rate
Protocols
Compatible Integration
User/Host
Web Browser
Network
Built-in Mic
Protection

Power

Power Interface
Dimensions (L × W × H)

Weight
Working Environment
Surge Protection
Reset Button

Dimensions

قابلیت هاى کلیدى 
   ONVIF پشتیبانى از پروتکل

دماى کارکرد 30-  تا 60+ درجه سانتیگراد
IP67 مقاومت در برابر نفوذ آب و گرد و غبار

داراى میکروفون داخلى
ROI پشتیبانى از
OSD قابل تنظیم

IR هوشمند 60 تا 80 متر
3D کاهنده نویز دیجیتال
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IPC-E1F2W-IL30
2MP ColorHunter Mini IR Fixed Bullet 
Network Camera

قابلیت هاى کلیدى 

Specifications
Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D) 
Adjustment angle
Shutter

Minimum Illumination

Day/Night
Digital noise reduction
S/N 
IR Range 
White Light Range
Wavelength
IR On/Off Control
Defog
WDR
Video Compression

Frame Rate

Video Bit Rate
OSD
Privacy Mask
ROI
White Balance
Digital Noise Reduction
Flip

1/2.8", 2.0 megapixel, progressive scan, CMOS

2.8mm@F1.6 
Lens (mm)

2.8

106.7° 

57.1°                    

115.7° 

Pan: 0° ~ 360°                          Tilt: 0° ~ 90°                            Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s 
Colour: 0.002Lux ( F1.6, AGC ON)

0Lux with IR on

IR-cut filter with auto switch (ICR)

2D/3D DNR

>52dB

30-50m IR range

30-50m white light range

850nm

Auto/Manual

Digital Defog 

120dB

Ultra 265, H.265, H.264, MJPEG

Main Stream: 1080P (1920*1080), Max 30fps; 720P (1280*720), Max 30fps; 
Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,Max 30fps; 
2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;128 Kbps~16 Mbps

128 Kbps~6 Mbps

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

2D/3D DNR

Normal/Vertical/Horizontal/180°/90°Clockwise/90°Anti-clockwise

Detect (m)

43.4

Observe (m)

17.4

Recognize (m)

8.7
Identify (m)

4.3

N/A

Supported

Supported
G.711
Supported
Supported

8KHZ
Micro SD, up to 128GB

ANR, NAS(NFS)
Cross line, intrusion(based on human body detection), Audio Detection
Watermark, IP address filtering, access policy, ARP protection, RTSP authentication, 
user authentication, HTTP authentication
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, RTMP, DNS, DDNS, NTP, FTP, 
UPnP, HTTP, HTTPS, SMTP, SSL, SNMP

ONVIF (Profile S, Profile G, Profile T), API
Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below
Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+
10/100M Base-TX Ethernet

Supported
Supported

DC 12V±25%, PoE (IEEE 802.3af)

Power consumption: Max 9.0W
191×75×74mm (7.5”×2.9”×2.9”)
0.41kg (0.90lb)

Metal
-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

Dewarping
HLC
BLC
Audio Compression
Two-way Audio
Suppression
Sampling Rate
Edge Storage
Network Storage
Smart Features

General Function

Protocols

Compatible Integration

Web Browser

Network
Built-in Mic
Built-in Speaker

Power

Dimensions(L × W × H)
Net Weight
Material
Working Environment
Strorage Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته

Ultra265, H.265, H.264, MJPEG

داراى میکروفون و اسپیکر داخلى
ROI پشتیبانى از
OSD قابل تنظیم

پشتیبانى از حالت راهرو 9:16
نور مرئى و مادون قرمز 30 تا 50 متر

3D کاهنده نویز دیجیتال
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IPC-E1F4D-I30/C
4MP Mini Fixed Bullet Network Camera

قابلیت هاى کلیدى 

Dimensions

Specifications
Sensor

Minimum Illumination

Day/Night
Shutter
Adjustment angle
S/N
WDR
Lens Type
Lens Mount
Angle of View (H)
Angle of View (V)
Angle of View (D)

DORI Distance

IR Range
Wavelength
IR On/Off Control
Video Compression
H.264code profile

Frame Rate

Video Bit Rate
OSD
Privacy Mask
ROI
Motion Detection
White Balance

Image Setting

1/3", 4.0 megapixel, progressive scan, CMOS

Colour: 0.01Lux (F2.0, AGC ON) 
0Lux with IR on

IR-cut filter with auto switch (ICR)

Auto/Manual, 1 ~ 1 100000s

Pan: 0° to 360°, Tilt: 0° to 90°, Rotate: 0° to 360°

>56dB

100dB

2.8mm @2.0, Fixed-focal

M12

97.0°

52.2°

107.5°

Lens (mm)

2.8
30-50m IR range

850nm

Auto/Manual

Ultra 265, H.265, H.264, MJPEG
Baseline profile, Main profile, High profile
Main Stream: 4MP (2560*1440), Max 25fps; 3MP (2304*1296), Max 30fps; 1080P 
(1920*1080), Max 30fps; 720P (1280*720), Max 30fps
Sub Stream: 4CIF (704*576), Max 30fps; 640*360,Max 30fps; 2CIF(704*288), Max
30fps; CIF(352*288), Max 30fps;
128 Kbps~6144 kbps

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

Image rotation, brightness, saturation, contrast, sharpness, gain adjustable by
web browser

Detect (m)

63.0

Observe (m)

25.2

Recognize (m)

12.6

Identify (m)

6.3

2D/3D DNR

Normal/Vertical/Horizontal/180°

NA

Supported

Supported

Digital Defog

Watermark, IP address filtering, access policy, ARP protection, RTSP authentication, 
user authentication
Cross Line, Intrusion detection (based on human body detection)
Micro SD, up to 128GB

ANR, NAS(NFS)
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, RTMP, DNS, DDNS, NTP, FTP,

UPnP, HTTP, HTTPS, SMTP, QoS, SSL/TLS, SNMP
ONVIF (Profile S, Profile G, Profile T), API , SDK
Up to 32 users. 2 user levels: administrator and common user

Password protection, Strong password, HTTPS encryption, Export operation logs, 

Basic and digest authentication for RTSP, Digest authentication for HTTP, TLS 1.2, 

WSSE and digest authentication for ONVIF

Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below

Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+

1 * RJ45 10M/100M Base-TX Ethernet
DC 12V±25%, PoE (IEEE 802.3af)
Power consumption: Max 5.5W

Ø 5.5mm coaxial power plug
165 × 63 × 62mm (6.5” × 2.5” × 2.5”)
0.39kg (0.86lb)

Metal

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)
4KV

N/A

Ingression protection: IP67

Digital noise reduction
Flip
Dewarping
HLC
BLC
Defog

General Function

Smart Features
Edge Storage
Network Storage

Protocols

Compatible Integration
User/Host

Security

Web Browser

Network

Power

Power Interface
Dimensions (L × W × H)

Weight
Material
Working Environment
Surge Protection
Reset Button
Ingress Protection   

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار

پایه قابل تنظیم 3 حالته
Ultra265, H.265, H.264, MJPEG

ROI پشتیبانى از

OSD قابل تنظیم

IR هوشمند 50 تا 80 متر

3D کاهنده نویز دیجیتال
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IPC-E1F4D-I30/R
4MP Mini Fixed Bullet Network Camera

قابلیت هاى کلیدى 
   ONVIF پشتیبانى از پروتکل

دماى کارکرد 30-  تا 60+ درجه سانتیگراد
IP67 مقاومت در برابر نفوذ آب و گرد و غبار

پایه قابل تنظیم 3 حالته 
داراى میکروفون داخلى

ROI پشتیبانى از

OSD قابل تنظیم

IR هوشمند 30 تا 50 متر
3D کاهنده نویز دیجیتال

Specifications
Sensor 
Lens

DORI Distance 

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle
Shutter

Minimum Illumination

Digital noise reduction
Day/Night
S/N 
IR Range
Defog
WDR
Audio Compression
Suppression
Sampling Rate
Video Compression

Frame Rate

1/3", progressive scan, CMOS

2.8mm@F2.1  

Lens (mm)

2.8

97°

52.2°                    

107.5°

Pan: 0° ~ 360°                           Tilt: 0° ~ 90°                           Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s
Colour: 0.02Lux (F2.1, AGC ON)
0Lux with IR on

2D/3D DNR

IR-cut filter with auto switch (ICR)

>52dB

30-50m IR range
Digital Defog

100dB

G.711

Supported

8KHZ

Ultra 265, H.265, H.264

Main Stream: 4MP (2560*1440), Max 20fps; 3MP (2304*1296), Max 20fps; 1080P 

(1920*1080), Max 30fps;

Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,

30fps; 2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;

Detect (m)

63.0

Observe (m)

25.2

Recognize (m)

12.6
Identify (m)

6.3

Supported

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Up to 4 areas

Audio Detection

IPv4, IGMP, ICMP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, UPnP, HTTP, RTMP

ONVIF (Profile S, Profile T), API

10/100M Base-TX Ethernet

Supported

DC 12V±25%, PoE

Power consumption: Max 3.5W

144 × 60 × 65mm (5.6” × 2.4” × 2.6”)

0.17kg (0.37lb)

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

4KV

IP67

N/A

HLC
BLC
OSD
Privacy Mask
ROI
Motion Detection
Basic Detection
Protocols
Compatible Integration
Network
Built-in Mic

Power

Dimensions (L × W × H)

Weight
Working Environment
Surge Protection
Ingress Protection
Reset Button

Dimensions
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IPC-E1A4W-I50
4MP IR Bullet Network Camera

قابلیت هاى کلیدى 

Specifications
Audio detection, Cross Line, Intrusion detection (based on human body detection)

Up to 4 areas

Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2

2D/3D DNR
Supported
Normal/Vertical/Horizontal/180°/90°Clockwise/90°Anti-clockwise
N/A

Support

Support

G.711

Supported

8KHZ

Micro SD, up to 256GB

ANR, NAS(NFS)

IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, 

HTTP, HTTPS, SMTP, SSL, SNMPG.711U, G.711A

ONVIF (Profile S, Profile G, Profile T), API

Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below

Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+

10/100M Base-TX Ethernet
Supported

DC 12V±25%, PoE (IEEE 802.3af)

Power consumption: Max 8.5W

206 × 74 × 74mm (8.1" × 2.9" × 2.9")
0.55kg (1.2lb)

metal

-30°C ~ 60°C (-22°F ~ 140°F), Humidity: ≤95% RH (non-condensing)

6KV

IP67

Supported

Smart Features
Motion Detection
White Balance 
Digital noise reduction 
Smart IR
Flip
Dewarping
HLC 
BLC
Audio Compression
Suppression
Sampling Rate
Edge Storage
Network Storage

Protocols

Compatible Integration

Web Browser

Network
Built-in Mic

Power

Dimensions (L × W × H)

Net Weight
Material
Working Environment
Surge Protection
Ingress Protection
Reset Button

Sensor 
Lens

DORI Distance

Angle of View (H) 
Angle of View (V)
Angle of View (D)
Adjustment angle 
Shutter

Min. Illumination 

Day/Night
Digital noise reduction 
S/N
IR Range 
Wavelength 
IR On/Off Control 
Defog
WDR
Video Compression

Frame Rate

Video Bit Rate
9:16 Corridor Mode
OSD
Privacy Mask  
ROI 

1/3", 4.0 megapixel, progressive scan, CMOS

2.8 ~ 12mm, AF automatic focusing and motorized zoom lens

Lens (mm) 

2.8

12

102.79° ~ 30.86°

54.50° ~ 17.49°

106.94° ~35.49°

Pan: 0° ~ 360°                     Tilt: 0° ~ 90°                                Rotate: 0° ~ 360°

Auto/Manual, 1 ~ 1/100000s

Colour: 0.003Lux (F1.6, AGC ON)

0Lux with IR on

IR-cut filter with auto switch (ICR)

2D/3D DNR

>56dB

Up to 50-80m IR range

850nm

Auto/Manual

Digital Defog

120dB

Ultra 265,H.265,H.264,MJPEG

Main Stream: 4MP (2688*1520), Max 25fps; 4MP (2560*1440), Max 25fps; 3MP (2304*1296), 

Max 30fps; 1080P (1920*1080), Max 30fps; 

Sub Stream: 720P (1280*720), Max 30fps; D1 (720*576), Max 30fps; 640*360,Max 30fps;

2CIF(704*288), Max 30fps; CIF(352*288), Max 30fps;128 Kbps ~ 16 Mbps

128 Kbps~16 Mbps

Supported

Up to 4 OSDs

Up to 4 areas

Up to 8 areas

Detect (m)

63.0

270.0

Observe (m)

25.2

108.0

Recognize (m)

12.6

54.0

Identify (m)

6.3

27.0

Dimensions

   ONVIF پشتیبانى از پروتکل
دماى کارکرد 30-  تا 60+ درجه سانتیگراد

IP67 مقاومت در برابر نفوذ آب و گرد و غبار
پایه قابل تنظیم 3 حالته 

Ultra265, H.265, H.264, MJPEG

داراى میکروفون داخلى
ROI پشتیبانى از
OSD قابل تنظیم

پشتیبانى از حالت راهرو 9:16
IR هوشمند 50 تا 80 متر

3D کاهنده نویز دیجیتال
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Network Cameras
PTZ Dome



IPZ-E4320W-I100/R
3MP 20X Lighthunter Network PTZ Dome Camera

Specifications

   ONVIF پشتیبانى از پروتکل
طراحى مؤثر دفع گرما

تکنولوژى کنترل دماى هوشمند
IP66 مقاومت در برابر نفوذ آب و گرد و غبار

PoE+(IEEE 802.3at)

رزولوشن 3 مگاپیکسل
پشتیبانى از 3 استریم تصویر

OSD قابل تنظیم

زوم اپتیکال تا 20 برابر بزرگ نمایى

فوکوس دقیق و سریع
IR هوشمند تا 100 متر   

طلق ضد بازتاب نور مادون قرمز

64 Kbps
Support
8 kHz
Micro SD, up to 256GB
ANR, NAS(NFS)
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, PPPoE, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP,
HTTP, HTTPS, SMTP, 802.1x, SNMP, QoS, RTMP,SSL/TLS

ONVIF (Profile S, Profile G, Profile T), API, SDK
Up to 32 users. 3 user levels: administrator, operator and common user
Password protection, Strong password, HTTPS encryption, Export operation logs, Basic and
digest authentication for RTSP, Digest authentication for HTTP, TLS 1.2, WSSE and digest 
authentication for ONVIF

360° (endless)
0.1°/s ~ 80°/s

Preset speed: 80°/s
–15° ~ 90° (auto reverse)

0.1°/s ~ 80°/s

Preset speed: 80°/s
1024
16 patrols, up to 64 presets for each patrol

16 patrols, up to 128 actions for each patrol

16 patrols, up to 128 actions for each patrol

15s ~ 1800s
N/A

Support

1 RJ45 10M/100M Base-TX Ethernet

N/A
DC12V (±25%), PoE+(IEEE 802.3at)
Power consumption: MAX 20W

Ø 5.5mm coaxial power plug
Ø162 x 293mm (Ø6.4” x 11.5”)
1.79kg (3.95lb)

-40°C ~ 65°C (-40°F ~ 149°F), Humidity: ≤95% RH (non-condensing)

-40°C ~ 70°C (-40°F ~ 158°F), Humidity: ≤95% RH (non-condensing)

6KV
Support
Ingression protection: IP66 (IEC 60529:1989+AMD1:1999+AMD2:2013)

Audio Bitrate
Noise Suppression
Sampling Rate
Edge Storage
Network Storage

Protocols

Compatible Integration
User/Host

Security

Pan Range

Pan Speed

Tilt Range

Tilt Speed

Number of Presets
Preset Patrol
Route Patrol
Recorded Patrol
Patrol Stay Time
Preset Image Freeze
Home Position
Network
Video output

Power

Power Interface
Dimensions (Ø x H)
Weight
Working Environment
Storage Environment
Surge Protection
Reset Button
Protection

1/2.8", 3.0 megapixel, progressive scan, CMOS

Colour: 0.003 Lux (F1.7, AGC ON)
0 Lux with IR

IR-cut filter with auto switch (ICR)

Auto/Manual, 1 ~ 1/100000s
120dB
>54dB
5 ~ 100mm, AF automatic focusing and motorized zoom lens
20
Fixed; F1.7 ~ F2.8
51.70° ~ 3.85°
30.49° ~ 2.16°

63.60° ~ 4.54°
Lens (mm)

5
100
Up to 100m IR range
850nm
Auto/Manual
H.265, H.264, MJPEG
Main Stream: 3MP (2304*1296), Max 30fps;
Sub Stream: 720P (1280*720), Max 30fps;
Third Stream: D1 (720*576), Max 30fps;

128 Kbps~16 Mbps
Support
Triple streams
Up to 8 OSDs
24 areas, up to 4 areas per scene
Auto/Outdoor/Fine Tune/Sodium Lamp/Locked/Auto2
2D/3D DNR
Support
Normal/Flip Vertical/Flip Horizontal/180°/90°Clockwise/90°Anti-clockwise
Support
Support
Digital Defog
Line crossing detection, Intrusion detection, Enter Area detection, Leave Area detection,
people flow counting and crowd density monitoring, Face capture, Auto tracking
Watermark, IP Address Filtering, Access Policy, ARP Protection, RTSP Authentication, User 
Authentication
G.711U,G.711A

Detect (m)

90.0 (295.3ft)

1272.4 (4174.6ft)

Observe (m)

36.0 (118.1ft) 
509.0 (1669.8ft)

Recognize (m)

18.0 (59.1ft)
254.5 (834.9ft)

Identify (m)

9.0 (29.5ft)
127.2 (417.5ft)

Sensor

Minimum Illumination

Day/Night
Shutter
WDR
S/N
Lens type
Optical Zoom
Iris
Angle of View (H)
Angle of View (V)
Angle of View (D)

DORI Distance

IR Range
Wavelength
IR On/Off Control
Video Compression

Frame Rate

Video Bit Rate
ROI
Video Stream
OSD
Privacy Mask
White Balance
Digital noise reduction
Smart IR
Flip
HLC
BLC
Defog

Smart Features

General Function

Audio Compression

Dimensions

قابلیت هاى کلیدى 
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Network 
Video Recorders



قابلیت هاى کلیدى 

NVR-E04-1A/R
Network Video Recorder

IP Video Input
Incoming bandwidth
Outgoing bandwidth
Remote Users
Protocols

HDMI/VGA Output

Recording Resolution
Audio Output
Synchronous Playback
Corridor Mode Screen
Decoding format

4-ch 
64Mbps

32Mbps

128
P2P, UPnP, DHCP
HDMI: 3840X2160/30HZ, 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 
1280x1024/60Hz, 1440x900/60Hz, 1280x720/60Hz, 1024x768/60Hz
VGA: 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 
1440x900/60Hz, 1280x720/60Hz, 1024x768/60Hz
8MP/5MP/4MP/3MP/1080P/960P/720P/960H/D1/2CIF/CIF/QCIF

1-ch, 3.5mm

4-ch

3/4

Ultra 265/H.265/H.264

Liveview/Playback

Capability

SATA
Capacity
Network Interface
USB Interface

VCA Detection

Power Supply

Working Environment
Dimensions (W×D×H)
Weight (without HDD)

8MP/5MP/4MP/3MP/1080P/960P/720P/960H/D1/2CIF/QCIF

1 x 8MP@30fps, 2 x 5mp @30fps, 4 x 4mp @30fps, 4 x 3mp @30fps, 8 x 1080p 

@30fps, 10 x 720p @30fps
1 SATA interface
up to 6TB
1 RJ-45 10M/100M self-adaptive Ethernet Interface
Rear panel: 2 x USB2.0
Cross Line, Enter Area, Leave Area, Intrusion, Loitering, People gathering, Parking,
Quick moving, object left, object moving, Auto tracking 

12V DC
Power Consumption: ≤3 W (without HDD)
-10°C ~ + 55°C (+14°F ~ +131°F), Humidity ≤ 90% RH (non-condensing)
260mm × 243mm × 46mm (10.2" × 9.6" × 1.8")

≤1kg (2.2lb)

Dimensions Rear Panel

Specifications

Ultra265, H.265, H.264 پشتیبانى از فرمت هاى تصویر
4 کانال تصویر ورودى تا رزولوشن 8 مگاپیکسل 

ONVIF پشتیبانى از دوربین هاى با پروتکل

یک عدد 4K HDMI و یک عدد VGA همزمان 
پشتیبانى از 1 عدد هارد تا ظرفیت 6 ترابایت

قابلیت برگرداندن تصاویر ضبط شده بعد از قطع شبکه
قابلیت بروزرسانى آنلاین
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Network Video Recorder

NVR-E10-1A/R

IP Video Input
Incoming bandwidth
Outgoing bandwidth
Remote Users
Protocols

HDMI/VGA Output

Recording Resolution
Audio Output
Synchronous Playback
Corridor Mode Screen
Decoding format

10-ch
64Mbps

32Mbps

128
P2P, UPnP, DHCP
HDMI: 3840X2160/30HZ, 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 
1280x1024/60Hz, 1440x900/60Hz, 1280x720/60Hz, 1024x768/60Hz
VGA: 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 
1440x900/60Hz, 1280x720/60Hz, 1024x768/60Hz
8MP/5MP/4MP/3MP/1080P/960P/720P/960H/D1/2CIF/CIF/QCIF

1-ch, 3.5mm

10-ch

3/4/5/7/9/10

Ultra 265/H.265/H.264

Liveview/Playback
Capability
SATA
Capacity
Network Interface
USB Interface

VCA Detection

Power Supply

Working Environment
Dimensions (W×D×H)
Weight (without HDD)

8MP/5MP/4MP/3MP/1080P/960P/720P/960H/D2/1CIF/CIF/QCIF
1 x 8MP@30, 2 x 5MP@30, 4 x 4MP@30, 4 x 3MP@30, 8 x 1080P@30, 10 x 720P@30

1 SATA interface
up to 6TB
1 RJ-45 10M/100M self-adaptive Ethernet Interface
Rear panel: 2 x USB2.0

Cross Line, Enter Area, Leave Area, Intrusion, Loitering, People gathering, Parking,
Quick moving, object left, object moving, Auto tracking 

12V DC
Power Consumption: ≤3 W (without HDD)
-10°C ~ + 55°C (+14°F ~ +131°F), Humidity ≤ 90% RH (non-condensing)
260mm × 243mm × 46mm (10.2" × 9.6" × 1.8")

≤1kg (2.2lb)

Dimensions
Rear Panel

Specifications

Ultra265, H.265, H.264 پشتیبانى از فرمت هاى تصویر
10 کانال تصویر ورودى تا رزولوشن 8 مگاپیکسل 

ONVIF پشتیبانى از دوربین هاى با پروتکل

یک عدد 4K HDMI و یک عدد VGA همزمان 
پشتیبانى از 1 عدد هارد تا ظرفیت 6 ترابایت 

قابلیت برگرداندن تصاویر ضبط شده بعد از قطع شبکه
قابلیت بروزرسانى آنلاین

قابلیت هاى کلیدى 
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NVR-E16-2A/R
Network Video Recorder

IP Video Input
Two-way Audio Input
Incoming bandwidth
Outgoing bandwidth
Remote Users
Protocols

HDMI/VGA Output

Audio Output
Recording Resolution
Synchronous Playback
Corridor Mode Screen

16-ch
1-ch, RCA

160Mbps

96Mbps
128
P2P, UPnP, NTP, DHCP, PPPoE
HDMI: 4K (3840x2160)@30, 1920x1080p@60, 1920x1080p@50, 1600x1200@60, 
1280x1024@60, 1280x720@60, 1024x768@60
VGA: 1920x1080p@60, 1920x1080p@50, 1280x1024@60, 1280x720@60,
1024x768@60
1-ch, RCA

8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF

16-ch

3/4/5/7/9/10/12/16

Decoding format
Live view/Playback
Capability
SATA
VCA Detection
VCA Search 
Capacity
Network Interface
USB Interface

Power Supply

Working Environment
Dimensions (W×D×H)
Weight (without HDD)

Ultra265/H.265/H.264

8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF

1 x 4K@30, 1 x 6MP@30, 2 x 5MP@30, 4 x 4MP@30, 8 x 1080P@30, 16 x 720P@30

2 SATA interface
Intrusion detection, Cross Line detection, Enter Area, Leave Area

Behavior Search
up to 6TB for each disk

1 RJ10 45-M/100M/1000M self-adaptive Ethernet Interface
Rear panel: 1 x USB2.0, Front panel: 1 x USB2.0
12V DC
Power Consumption: ≤ 7 W (without HDD)
-10°C~+ 55°C (+14°F~+131°F), Humidity ≤ 90% RH (non-condensing)
380mm × 322mm ×53mm
≤ 1.6Kg (3.53lb)

Dimensions Rear Panel

Specifications

Ultra265, H.265, H.264 پشتیبانى از فرمت هاى تصویر
16 کانال تصویر ورودى تا رزولوشن 8 مگاپیکسل 

ONVIF پشتیبانى از دوربین هاى با پروتکل

یک عدد 4K HDMI و یک عدد VGA همزمان 
پشتیبانى از 2 عدد هارد تا ظرفیت 6 ترابایت براى هرکدام 

قابلیت برگرداندن تصاویر بعد از قطع شبکه
قابلیت بروزرسانى آنلاین
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NVR-E32-2D
Network Video Recorder

SATA

Capacity

eSATA

VCA Detection

VCA Search 
Disk Group
Smart Intrusion Prevention
(SIP), Vehicle Detection by 
Camera

Alert Alarm

Network Interface
USB Interface
RS232
RS485
Alarm In
Alarm Out

Power Supply

Working Environment
Dimensions (W×D×H)
Weight (without HDD)

2 SATA interfaces
Up to 8TB for each disk
(The maximum HDD capacity varies with environment temperature)
NA
Face detection, Intrusion detection, Cross Line detection, Audio detection, Human 
Body detection, People Counting, People flow Counting, Crowd density monitoring, 
Scene Change detection, Defocus detection, Auto Tracking, Face and Vehicle 
Recognition by IPC, Heat map, Object Left Behind, Object Removed, SIP by IPC
Face Search, Behavior Search
Support

Total -8ch

IP Conflict, Network Disconnected, Disk Offline , Disk Abnormal, Illegal Access, Hard 
Disk Space Low, Hard Disk Full, Recording/Snapshot Abnormal
2 RJ45 10M/100M/1000M self-adaptive Ethernet Interfaces
Front panel: 1 x USB2.0,Rear panel: 1 x USB1 2.0 x USB3.0
NA
1
8-ch
2-ch
12VDC/3.3A
Power Consumption: ≤ 12 W (without HDD)
-10°C~+ 55°C (+14°F~+131°F), Humidity ≤ 90% RH (non-condensing)
380mm × 315mm × 53mm (15.0" × 12.4"× 2.1")
≤1.8Kg (3.97lb)

IP Video Input
Two-way Audio Input
Incoming Bandwidth
Outgoing Bandwidth
Remote Users
Protocols

Browser

HDMI/VGA Output

Recording Resolution
Audio Output
Audio Compression
Synchronous Playback
Live View Display
Corridor Mode Screen
FTP/Schedule/Event 
Snapshot
Decoding Format
Live View/Playback

Capability

32-ch
1-ch, RCA
320Mbps
320Mbps

128

TCP/IP, P2P, UPnP, NTP, DHCP, PPPoE, HTTP, HTTPS,DNS,DDNS,SNMP,SMTP,NFS
IE(IE10/11) for Windows
Firefox (version 52.0 and above) for Windows
Chrome(version 45 and above) for Windows
Edge(version 79 and above) for Windows
VGA: 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 
1280x720/60Hz, 1024x768/60Hz
HDMI: 4K (3840x2160)/30Hz, 1920x1080p/60Hz, 1920x1080p/50Hz, 1280x1024/
60Hz, 1280x720/60Hz, 1024x768/60Hz
12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
1-ch, RCA

G.711A, G.711U

16-ch

1/4/6/8/9/16/25/36
3/4/5/7/9/10/12/16/32

16-ch snapshot, up to 1080P resolution

Ultra 265, H.265, H.264
12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
1 x 12MP@30, 2 x 4K@30, 
5 x 4MP@30, 10 x 1080P@
30, 22 x 720P@30, 32 x D1

Dimensions
Rear Panel

Specifications

Ultra265, H.265, H.264 پشتیبانى از فرمت هاى تصویر
32 کانال تصویر ورودى تا رزولوشن 12 مگاپیکسل 

ONVIF پشتیبانى از دوربین هاى با پروتکل

VGA 4 و یک عددK HDMI یک عدد
پشتیبانى از 2 عدد هارد تا ظرفیت 8 ترابایت براى هر کدام 

قابلیت برگرداندن تصاویر بعد از قطع شبکه
قابلیت بروزرسانى آنلاین
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NVR-E32-4D
Network Video Recorder

IP Video Input
Two-way Audio Input
Incoming bandwidth
Outgoing bandwidth
Remote Users
Protocols

HDMI/VGA Output

Audio Output
Audio Compression
Recording Resolution
Synchronous Playback
Liveview display
Corridor Mode Screen
FTP/Schedule/Event 
Snapshot
Decoding format
Live view/ Playback

Capability

32-ch

1-ch, RCA
160Mbps

64Mbps

128
TCP/IP, P2P, UPnP, NTP, DHCP, PPPoE, HTTP, HTTPS, DNS, DDNS, SNMP, SMTP

HDMI:
4K (3840x2160) @30, 1920x1080p@60, 1920x1080p@50, 1600x1200@60, 
1280x1024@60, 1280x720@60, 1024x768@60
VGA:
1920x1080p@60, 1920x1080p@50, 1280x1024@60, 1280x720@60, 1024x768@60
1-ch, RCA

G.711A, G.711U

8MP/5MP/4MP/3MP/1080p/960p/720p/960H/D1/2CIF/CIF

32-ch

1/4/6/8/9/16/25/36

3/4/5/7/9/10/12/16/32

4-ch snapshot, up to D1 resolution

Ultra 265/H.265/H.264
8MP/5MP/4MP/3MP/1080p/960p/960H/720p/D1/2CIF/CIF

2 x 4K@30, 3 x 5MP@30, 4 x 4MP@30, 
5 x 3MP@30, 8 x 1080p@30, 16 x 720p
@30,32 x D1

VCA Detection

VCA Search 
SATA

Capacity

Smart Intrusion 
Prevention (SIP) by 
Camera
General Alarm

Alert Alarm

Network Interface
USB Interface
RS232
RS485
Alarm In
Alarm Out

Power Supply

Working Environment
Dimensions (W×D×H)
Weight (without HDD)

Face detection, Intrusion detection, Cross Line detection, Audio detection, Human 
Body detection, People Counting, People flow Counting, Crowd density monitoring, 
Scene Change detection, Defocus detection, Auto Tracking, Object  Left Behind, 
Object Removed, SIP by IPC
Face Search, Behavior Search
4 SATA interfaces
Up to 8TB for each disk
(The maximum HDD capacity varies with environment temperature)

8-ch

Motion, Tampering, Human Body Detection, Video Loss, Alarm Input, Audio Detection

IP Conflict, Network Disconnected, Disk Offline , Disk Abnormal, Illegal Access, 
Hard Disk Space Low, Hard Disk Full, Recording/Snapshot Abnormal

2 RJ-45 10M/100M/1000M self-adaptive Ethernet Interfaces
Rear panel: 1 x USB 2.0, 1 x USB 3.0    Front panel: 1 x USB 2.0

NA

NA

NA
NA

12V DC

Power Consumption: ≤ 15W( without HDD )
-10°C ~ + 55°C (+14°F ~ +131°F), Humidity ≤ 90% RH(non-condensing)
440mm × 344mm ×50mm (17.3" × 13.5" × 2.0")
≤ 3.15 Kg (6.94 lb)

Dimensions Rear Panel

Specifications

VGA Output

GND

Power Supply

HDMI Output
Audio Output

Network Interface

Audio Input

USB۲.۰

USB۳.۰

Power On/Off

Ultra265, H.265, H.264 پشتیبانى از فرمت هاى تصویر
32 کانال تصویر ورودى تا رزولوشن 8 مگاپیکسل 

ONVIF پشتیبانى از دوربین هاى با پروتکل

VGA 4 و یک عددK HDMI یک عدد
پشتیبانى از 4 عدد هارد تا ظرفیت 8 ترابایت براى هر کدام 

قابلیت برگرداندن تصاویر بعد از قطع شبکه
قابلیت بروزرسانى آنلاین
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پارس ارتباط افزار 
تولید کننده محصولات حارس در ایران
w w w . p a r s - e . c o m
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نماینده شرکت پارس ارتباط:

638کلیه حقوق مالکیت معنوی این اثر متعلق به شرکت پارس ارتباط افزار می باشد و هرگونه کپی برداری پیگرد قانونی دارد.


